
Blanca & LED DD Design  

CREATING 120
•	 Standard 
•	 Emergency

Emergency Module
Built-in 3hr maintained / non-maintained  

emergency module  

Polycarbonate  Cover
Constructed from virgin polycarbonate by BAYER, 

achieving a high transmittance rating of 75% and 
vandal resistance rating of IK10 

Anti-tamper Screws (optional)  
Anti-tamper screws are available as 

optional accessories

Clip-on Ring Attachment  
These easy to use clip-on rings 

offer flexibility and an attractive 
range of styles to choose from

  

Product Lines
With

2 Housing
Units 4 Clip-on 

Ring Attachments 12 LED DD
Lamps

•	 Eyelid, White, Chrome 
& Brass Polo Rim 

•	 9W / 12W / 18W 
•	 2700K / 4000K / 6500K
•	 Motion Sensor, Dusk to 

Dawn & Dimmable 

For LED DD Lamps :

LED DD Range 
Our comprehensive range of LED 
DD lamps provide a wide choice 
of functionality and specifications  

Retrofit replacement for popular CFL DD Lamps

Integrated motion sensor with corridor function

New model with built-in dusk to dawn sensor 

Dimmable version now available 

LEDDD

Kosnic Lighting Ltd.
Unit D2 Kennetside, Bone Lane
Newbury, Berkshire, UK
RG14 5PX

Tel:   01635 523 713
Fax: 0845 8386852

sales@kosnic.com
www.kosnic.com

Sensor

Dusk to Dawn
New

Sensor   Emergency   Dimmable



LED DD Specifications

Standard

Dimmable

Order Code Power Cap Beam Angle Colour Lumen

KLED18STD 18W GR10q 120°
2700K
4000K
6500K

1780lm
1880lm
1880lm

KLED12STD 12W
GR8

GR10q
120°

2700K
4000K
6500K

1220lm
1320lm
1320lm

KLED09STD 9W
GR8

GR10q
120° 4000K 1050lm

Order Code Power Cap Beam Angle Colour Lumen

KLED12DIMD 12W GR10q 120° 4000K 1240lm

KLED09STDKLED18STD
KLED12STD

Product Code
KLED18STD/4P-W27  
KLED18STD/4P-W40  
KLED18STD/4P-W65  
                               
KLED12STD/2P-W27
KLED12STD/2P-W40
KLED12STD/2P-W65
 
KLED09STD/2P-W40

Dimensions

Product Code
KLED12DIMD/4P-W40

Dimensions

Product Code
KLED12DTD/4P-W40

Dimensions

 
  

                            
KLED12STD/4P-W27
KLED12STD/4P-W40
KLED12STD/4P-W65

KLED09STD/4P-W40

Compatible with the 
emergency module

Emergency

Compatible with the 
emergency module

Emergency

Mains dimmable
Dimmable

Microwave Motion Sensor

Dusk to Dawn

Order Code Power Cap Beam Angle Colour Lumen

KLED18CRD 18W GR10q 120° 4000K 1800lm

KLED12CRD 12W GR10q 120°
2700K
4000K
6500K

1200lm
1300lm
1200lm

Order Code Power Cap Beam Angle Colour Lumen

KLED12DTD 12W GR10q 120° 4000K 1240lm

Product Code
KLED18CRD/4P-W40    
                               
KLED12CRD/4P-W27
KLED12CRD/4P-W40
KLED12CRD/4P-W65

Dimensions

Sensor

Integrated light sensor 
Dusk to Dawn

Compatible with the 
emergency module

Emergency

Compatible with the 
emergency module

Emergency

Blanca & Fuji Specifications 

Blanca (for LED DD Modules)
With Clip-on Ring Attachment  

KBHC6-TLID

Eyelid (Black)

KBHC6-TWHT

Polo (White)

KBHC6-TCHM

Polo (Chrome)

KBHC6-TBAS

Polo (Brass)

Order Code IP Rating IK Rating LOR Emergency
Emergency

Operating Time
Lamp

KBHDDC6S65 65 10 78% / / LED DD

KBHDDC6S65/E 65 10 78% Maintained >3hr LED DD

Order Code IP Rating IK Rating LOR Emergency
Emergency

Operating Time
Lamp

KBHDDQ1S65 65 10 73% / / LED DD

KBHDDQ1S65/E 65 10 73% Maintained >3hr LED DD

Maintained / 
Non-maintained

Emergency

Product Code
KBHDDQ1S65

KBHDDQ1S65/E
  
                               

Dimensions

Fuji (for LED DD Modules)

Maintained / 
Non-maintained

Emergency

310mm

255mm

192mm
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192mm
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m

192mm

19
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m
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145mm

192mm
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m
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m
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m
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Product Code
KBHDDC6S65

KBHDDC6S65/E

Dimensions

Polycarbonate
Material

Polycarbonate
Material

Microwave motion 
sensor


